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This is the current available range. Dimensions,Composition, Density and Porosity can be tailored to customers individual requirements �
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
SIZE�
COMPOSITION�
OPERATING�
SURFACE �
DENSITY�
POROSITY�
LENGTH�
�
�
DIMENSIONS �
�
�
�
�
�
�
TEMP (°C)�
AREA (m2)�
(kg/m3)�
(%)�
(mm)�
A�
B�
C�
D�
E*�
�
�
60 x 500�
RCF�
1000�
0.08�
0.35�
85�
500�
80�
60�
10�
58�
20�
�
�
60 x 1000�
RCF�
1000�
0.17�
0.35�
85�
1000�
80�
60�
10�
55�
20�
�
�
60 x 1000�
MF�
700�
0.17�
0.34�
85�
1000�
80�
60�
10�
55�
20�
�
�
60 x 1250�
RCF�
1000�
0.21�
0.35�
85�
1250�
80�
60�
10�
54�
20�
�
�
125 x 1500�
RCF�
1000�
0.55�
0.34�
85�
1500�
160�
125�
10�
118�
15�
�
�
125 x 1500�
MF�
700�
0.55�
0.34�
85�
1500�
160�
125�
10�
118�
15�
�
�
155 x 1500�
RCF�
1000�
0.69�
0.34�
85�
1500�
193�
155�
10�
148�
35�
�
�
155 x 1500�
MF�
700�
0.69�
0.34�
85�
1500�
193�
155�
10�
148�
35�
�
�
125 x 2000�
RCF�
1000�
0.74�
0.34�
85�
2000�
160�
125�
10�
115�
15�
�
�
125 x 2000�
MF�
700�
0.74�
0.34�
85�
2000�
160�
125�
10�
115�
15�
�
�
130 x 2000�
RCF�
1000�
0.77�
0.34�
85�
2030�
160�
130�
10�
120�
30�
�
�
130 x 2000�
MF�
700�
0.77�
0.34�
85�
2030�
160�
130�
10�
120�
30�
�
�
�
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MF = Mineral Fibre�
�
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RCF = Refractory Ceramic Fibre�
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* Flange dimensions can be easily modified to suit mounting �
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GRAPH OF PRESSURE DROP vs. FACE VELOCITY





The very low pressure drop with respect to face velocity is illustrated on the graph below.  Figures are for any single unused element tested at ambient temperature.
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